20021007.ba v03_n400.bam.20021007 


>From ???@??? Mon Oct 7 08:32:52 2002 -0500 

Message-Id: <200210071332.g97DWQXr007730@sco.theporch. com> 
Date: Mon, 7 Oct 2002 08:31:40 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3400 


BOATANCHORS Digest 3400 
Topics covered in this issue include: 


1) 60Cycle "buzz" = transformer failure?? 
by Jim321@webtv.net 
2) DO NOT DELETE jdbgmgr.exe !!! 
by David Stinson <arc5@ix.netcom.com> 
3) Re: Homebrew 40M CW rig needs PA plate choke 
by cswiger <cswiger@widomaker.com> 
4) Re: [Milsurplus] BC-645? 
by David Stinson <arc5@ix.netcom.com> 


5) Re: 60Cycle "buzz" = transformer failure?? 
by "russ dworakowski" <wb3fau@hotmail .com> 
6) Tr: 60Cycle "buzz" = transformer failure?? 


by =?1s0-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
7) Sign off 
by "J. Dave Mayfield WOWRL" <w9wxrl@gwltd.com> 
8) FS: ATR-219, EE-3A, 510X, 4D32, 73, Sonar CFC, GR Cap Bridge, more 
by "Merz Donald S" <merz.ds@mellon.com> 
9) Everyone Should Check 
by David Stinson <arc5@ix.netcom.com> 
10) Re: FS: ATR-219, EE-3A, 510X, 4D32, 73, Sonar CFC, GR Cap Bridge, more 
by jackiv@juno.com 
11) Re: Homebrew 40M CW rig needs PA plate choke 
by "JAMES T HANLON" <knjhanlon@msn.com> 
12) FS: metered variable AC supply 
by Avery Comarow <acomarow@usnews.com> 
13) 7059 tube 
by Robert Kemp <rkemp@mr.net> 
14) [FWD: USS Casin Young] 
by Jerry Proc <jerry.proc@sympatico.ca> 
15) Equivalent Service Numbers For Marconi CR100 Series Receivers 
by Jerry Proc <jerry.proc@sympatico.ca> 
16) Military Gramophone? 
by =?1s0-8859-1?Q0?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
17) Paint removal from Hallicraters Knob 
by Robert Kemp <rkemp@mr.net> 
18) 117Z4GT/Gs 


by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
19) RBG-2 pix and info query 
by Richard Post <postr@ohiou.edu> 


From: Jim321@webtv.net 

Date: Thu, 3 Oct 2002 15:56:29 -0700 (PDT) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: 60Cycle "buzz" = transformer failure?? 

Message-ID: <13719-3D9CCB1D-2255@storefull-2352.public.lawson.webtv.net> 
Content-Disposition: Inline 

Content-Type: Text/Plain; Charset=ISO-8859-1 

Content-Transfer-Encoding: Quoted-Printable 

MIME-Version: 1.0 (WebTV) 


Gentlemen: In a semi-homebrew 2.5 A. AC Variac=AE-variable power supply 
which I use to regulate soldering iron tip-temp, I installed an 
isolation transformer on the input to the Variac=AE. The transformer 
will handle more amps than the Variac=AE, but it suddenly developed a 60 
cycle "buzz" for no apparent reason. Is this indicating approaching 
failure of the transformer? Any way to test it? Thank you, Jim Skladany. 


Message-ID: <3D9CCF12.381D86A6@ix.netcom. com> 

Date: Thu, 03 Oct 2002 18:13:22 -0500 

From: David Stinson <arc5@ix.netcom. com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Mike Ratcliffe <mratclif@southwest.com.au>, 
Charles Cantrill <charles@net-tech.com.au> 

Subject: DO NOT DELETE jdbgmgr.exe !!! 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


Pete has been the victim of both an internet worm and a hoax. 
jdbgmgr.exe is NOT a virus file- it is a Windows system file and 
is used to debug java scripts. 

Please see this location for details: 

http: //www.sarc.com/avcenter/venc/data/jdbgmgr.exe.file.hoax.html 


If you have deleted the file, you can follow this link to restore it: 
http: //support.microsoft.com/default.aspx?scid=kb; en-us;Q322993 


The email worm that attacked pete is called "W32.BUGBEAR. " 

You can find instructions on removing it at (you'll have to cut and 
paste): 

http: //securityresponse.symantec.com/avcenter/venc/data/ 
w32.bugbear@mm.removal.tool.html 


73 Dave S. AB5S 


Date: Thu, 3 Oct 2002 20:16:16 -0400 (EDT) 

From: cswiger <cswiger@widomaker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Homebrew 40M CW rig needs PA plate choke 
Message-ID: <20021003195248 .U93703 -100000@wilma.widomaker. com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Tks Ralph - 


Tonight I looked at the choke a little closer and 
noticed it's covered with tape - peeled that off and found a 
previous repair in the top one of the 3 windings. Just 
unwrapped all that and reconnected it w/ 2 windings and 
put ‘er back in. 


Next rigged up an old Galaxy V p/s to a variac and 
set plate to about 600Vdc and got about the same results as 
before. After playing with a gdo in the pi output and verifying 
resonance can be had from 6 to 8Mhz I hit upon the brilliant 
idea of also connecting a ground return [ I DO work safely here, 
I really do!! ] for the external p/s and now it's putting out 
about 60-80 watts. 


There's a buffer plate tune that I guess you adjust 
for max reading with the meter on 'grid' and the usual plate dip 
and load. There one ww pot, looks like a 2 watter, thought it was 
drive but if it's down too low the pa throws a fit. 


Tks for the tips Ralph - now that the fireworks are over 
Ill start diagramming and checking the clamp theory. The empty 
socket is 9 small pins, but in a larger circle than say a 12AX7 
type. 


Chuck 
kb4new 


On Thu, 3 Oct 2002, Ralph Parker wrote: 


I'd think that, at 40 meters, almost anything would work, including your 
average 2.5 uhy. 


VV VV 


As far as the plate B+ is concerned, make sure the screen voltage comes 


> from the same place. Disasterous to the tube to apply screen voltage before 
> plate voltage. 

> 

> Could the empty socket be a clamp tube? (check screen supply) 


VE7XF 


Message-ID: <3D9D8721.26A70696@ix.netcom. com> 
Date: Fri, 04 Oct 2002 07:18:41 -0500 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: [Milsurplus] BC-645? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


440 Mhz I thnik, Ed ;-) 


Ed Zeranski wrote: 


> 

> David, 

> 

> Weren't there conversion schemes for the early IFF for use on 2mtrs or 


> other Ham VHF?? 


From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: 60Cycle "buzz" = transformer failure?? 
Date: Fri, 04 Oct 2002 11:01:56 -0400 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <F410DsFimUqFDti75sk0000e1bc@hotmail .com> 


Jim, a few questions to ask- is it pretty old? The buzz is loose 
windings and or laminations. If it is the laminations , you could try 
tightening the bolts. If it is the windings, you could try dipping 

the whole transformer in urethane varnish and bake it in an oven to dry. 
Sooner or later, the buzzing could cause a failure. Easier to find 
another transformer? Russ. 


>From: Jim321@webtv.net 


>Reply-To: Jim321@webtv.net 
>To: Old Tube Radios <boatanchors@theporch. com> 


>Subject: 60Cycle "buzz" = transformer failure?? 
>Date: Thu, 3 Oct 2002 15:56:29 -0700 (PDT) 
> 


>Gentlemen: In a semi-homebrew 2.5 A. AC VariacA-variable power supply 
>which I use to regulate soldering iron tip-temp, I installed an 
>isolation transformer on the input to the VariacA. The transformer 
>will handle more amps than the VariacA, but it suddenly developed a 60 
>cycle "buzz" for no apparent reason. Is this indicating approaching 
>failure of the transformer? Any way to test it? Thank you, Jim Skladany. 


Message-ID: <0Q00401c26bbb$1e2cbhce0$2f56acce@biyhpg64> 
From: =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Tr: 60Cycle "buzz" = transformer failure?? 
Date: Fri, 4 Oct 2002 11:30:46 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Bonjour Jim 

Try not to bake it in the kitchen oven, the 60cycle buzz that you heard is a 
wisper 

compared to what you will get from your XYL. 

Andre 


Message-ID: <QQda01c26bbb$ebe05840$0500005a@dave. com> 
From: "J. Dave Mayfield WOWRL" <w9wrl@gwltd.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Sign off 
Date: Fri, 4 Oct 2002 10:37:11 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I hate to ask, but I don't recall how to sign off of this list. Would 
someone be so kind as to let me know.. 


73 WOWRL 


Message-ID: <20021004160851.5801.qmail@mellon. com> 
content-class: urn:content-classes:message 
Subject: FS: ATR-219, EE-3A, 510X, 4D32, 73, Sonar CFC, GR Cap Bridge, more 
Date: Fri, 4 Oct 2002 12:10:20 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 
From: "Merz Donald S" <merz.ds@mellon.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <n3xrht@yahoo.com> 


For Sale 


RCA ATR-219: 1930's 5M portable modulated oscillator type handie-talkie. 
Very cool predecessor to the Abbott TR-4, etc. Nice cosmetic condition. 
Untested. As-is. $45 


RME 510X. Is this a 5 and 10 meter converter? I know nothing about this=20 
and the dial is not readable. Cabinet in nice shape all around. Appears 
intact and all original. Styling matches RME 69/70 with chrome strips. 
As-is. $45 


Eldico EE-3 Electronic Key. Was an electronic keyer with a built-in = 
paddle. 

But this one has paddle removed and =BC inch phone jack in its place. = 
Other=20 

changes may have been made. Paint is nice on top but hole where paddle = 
was=20 

has been enlarged. As-is. With manual copy. $15 


General Radio Capacitance Bridge Type 76-B (maybe, I can't read it). = 
This 

once-nice bridge suffers from paint corrosion around the lettering and a 
well-scraped and scuffed case. One binding post is broken. Some case = 
screws=20 

are missing. Big and heavy. As-is. $25 


Sonar CFC 80M/40M exciter or VFO. Nice looking with original manual. $75 
Triplett 666 VOM. 1930's VOM probably 1000 ohms/volt. The meter bezel is = 


cracked but could be glued to be un-noticeable. The bakelite case is = 
chipped=20 


at the front bottom edge. Dirty. As-is. $10 
Hickok 900B volt/Amp/Watt Meter. Metal case with large meter in a wooden = 


carrying case. The covering has been ripped off of the wooden case and = 
it 

looks like junk. But inside, the actual meter is like new. Comes with = 
test 

leads and instructions printed on the back. Nice. Untested. As-is. $20 


4D32 tubes. Used in Johnson Viking I final. NOS in sealed boxes. $10=20 
each, 2 available. 


Homebrew Whatzit. This is a receiver or receive converter in a classic 
1950's homebrewer's cabinet 12" x8" x8" with original paint (gray/blue 
wrinkle finish, chipping along the bottom edge). There are 2 controls 

and one National ICN tuning dial. One control is a switch and the other=20 
is a pot--what they do, I couldn't say. The ICN dial has the knob, = 
pointer=20 

and scale, but the actual bezel is missing. The nicely built unit has a=20 
3-section variable cap, 6 tubes and 5 Meissner RF transformers mounted = 
on 

the top of the chassis. The tubes are 6AL5, 6C4, 6K7, 6K8, 6SK7, and a=20 
socket for a 6G5 tuning eye tube which is missing. The Meissner coils = 
are=20 

14-1005, 14-1004, 16-5740 and 16-574x plus one other I can't read. It 
all 

seems well-designed and neatly built on an aluminum chassis. There is no 
power supply, just wires and a plug to plug into one. As-is, Maybe for=20 
parts or ???. $18 


73 Magazine. If you don't have a 73 magazine collection, this would make = 
a 

good starter set. 73 during the 60's and early 70's was excellent and = 
these=20 

make great cheap BA reading. All 70 issues: $35 including shipping. 


1961: 10,11 

1963: 1,2,3(cover loose) ,5,7,8,9,10,11,12 
1964: 2,3,4,5,7,9,10,11,12 
1965: 1,5,7,8,9,10,12 
1966: 1,2,3,5,7,8,9,11,12 
1967: 1,3,4,5 

1969: 7 

1970: 5 

1971: 1,7,12 

1972: 6,9,10,11,12 

1973: 6,7,10,12 


1974: 7,8,9,10,12 
1975: 1,2,3,4,5,6,7,10,11/12 


Thanks. 
73, Don Merz, N3RHT 


Message-ID: <3D9DCA25.24CF016@ix.netcom.com> 
Date: Fri, 04 Oct 2002 12:04:37 -0500 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Everyone Should Check 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I'm getting tons of random emails because of the W32.BUGBEAR email 
worm that is now making the rounds. 


Everyone should go to: 
(you may have to cut and past the URL) 


http: //securityresponse.symantec.com/avcenter/venc/data/ 
w32.bugbear@mm.removal.tool.html 


to see if they are infected. 


73 Dave S. 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com, n3rht@yahoo.com 

Date: Fri, 4 Oct 2002 12:47:45 -0500 

Subject: Re: FS: ATR-219, EE-3A, 510X, 4D32, 73, Sonar CFC, GR Cap Bridge, more 
Message-ID: <20021004.124745.49160.1.jackiv@juno.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=iso-8859-1 

Content-Transfer-Encoding: 8bit 

From: jackiv@juno.com 


Don- is the "whatzit" still available? sounds like I need it!! 
Jack jackiv@juno.com 


On Fri, 4 Oct 2002 12:10:20 -0400 "Merz Donald S" <merz.ds@mellon.com> 
writes: 

> For Sale 

> 

> RCA ATR-219: 1930's 5M portable modulated oscillator type 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


handie-talkie. 

Very cool predecessor to the Abbott TR-4, etc. Nice cosmetic 
condition. 

Untested. As-is. $45 


RME 510X. Is this a 5 and 10 meter converter? I know nothing about 
this 

and the dial is not readable. Cabinet in nice shape all around. 
Appears 

intact and all original. Styling matches RME 69/70 with chrome 
strips. 

As-is. $45 


Eldico EE-3 Electronic Key. Was an electronic keyer with a built-in 
paddle. 

But this one has paddle removed and ° inch phone jack in its place. 
Other 

changes may have been made. Paint is nice on top but hole where 
paddle was 

has been enlarged. As-is. With manual copy. $15 


General Radio Capacitance Bridge Type 76-B (maybe, I can't read it). 
This 

once-nice bridge suffers from paint corrosion around the lettering 
and a 

well-scraped and scuffed case. One binding post is broken. Some case 
screws 

are missing. Big and heavy. As-is. $25 


Sonar CFC 80M/40M exciter or VFO. Nice looking with original manual. 
$75 


Triplett 666 VOM. 1930's VOM probably 1000 ohms/volt. The meter 
bezel is 

cracked but could be glued to be un-noticeable. The bakelite case is 
chipped 

at the front bottom edge. Dirty. As-is. $10 


Hickok 900B volt/Amp/Watt Meter. Metal case with large meter ina 
wooden 

carrying case. The covering has been ripped off of the wooden case 
and it 

looks like junk. But inside, the actual meter is like new. Comes 
with test 

leads and instructions printed on the back. Nice. Untested. As-is. 
$20 


4D32 tubes. Used in Johnson Viking I final. NOS in sealed boxes. $10 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


each, 2 available. 


Homebrew Whatzit. This is a receiver or receive converter ina 
classic 

1950's homebrewer's cabinet 12" x8" x8" with original paint 
(gray/blue 

wrinkle finish, chipping along the bottom edge). There are 2 
controls 

and one National ICN tuning dial. One control is a switch and the 
other 

is a pot--what they do, I couldn't say. The ICN dial has the knob, 
pointer 

and scale, but the actual bezel is missing. The nicely built unit 
has a 

3-section variable cap, 6 tubes and 5 Meissner RF transformers 
mounted on 

the top of the chassis. The tubes are 6AL5, 6C4, 6K7, 6K8, 6SK7, and 
a 

socket for a 6G5 tuning eye tube which is missing. The Meissner 
coils are 

14-1005, 14-1004, 16-5740 and 16-574x plus one other I can't read. 
It all 

seems well-designed and neatly built on an aluminum chassis. There 
is no 

power supply, just wires and a plug to plug into one. As-is, Maybe 
for 

parts or ???. $18 


73 Magazine. If you don't have a 73 magazine collection, this would 
make a 

good starter set. 73 during the 60's and early 70's was excellent 
and these 

make great cheap BA reading. All 70 issues: $35 including shipping. 


1961: 10,11 

1963: 1,2,3(cover loose),5,7,8,9,10,11,12 
1964: 2,3,4,5,7,9,10,11,12 
1965: 1,5,7,8,9,10,12 

1966: 1,2,3,5,7,8,9,11,12 
1967: 1,3,4,5 

1969: 7 

1970: 5 

1971: 1,7,12 

1972: 6,9,10,11,12 

1973: 6,7,10,12 

1974: 7,8,9,10,12 

1975: 1,2,3,4,5,6,7,10,11/12 


Thanks. 
73, Don Merz, N3RHT 


VV VVV V 


From: "JAMES T HANLON" <knjhanlon@msn.com> 

To: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: Homebrew 40M CW rig needs PA plate choke 
Date: Fri, 4 Oct 2002 15:32:35 -0600 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="---- 
=_NextPart_001_0002_01C26BBB.435203E0" 

Message-ID: <DAV79Z7Gh9UP6qDFKXX0001e757@hotmail .com> 


ie Sas =_NextPart_001_0002_01C26BBB.435203E0 
Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 


I don't recognize the choke, but getting your rig back on 40 meters shoul= 
dn't be a problem. If you want to install a replacement choke, just abou= 
t anything in the 1 mH to 2.5 mH range rated to handle at least 120 milli= 
amps should do the job. AES lists a new RF choke from Hammond, 2.5 mH, 9= 
ohms, 160 ma, part number P-C1535B, for $3.40 and a NOS RF choke, 1.2 mH= 
, (no current rating), Part number P-C206, for $1. My Elmac AF-67 uses a= 
garden variety, 3 pi section, 2.5 mH choke and it runs all the way from 
160 to 10 meters with no trouble, so your 40 meter rig should do OK with = 
the same kind of choke. 


You have another alternative. Try to find the spot where this choke is o= 
pen and repair it. It looks as though it has two sections from the pictu= 
re, so see if you can make contact to the wire between the two sections a= 
nd measure from there out to either end to see which section is open. On= 
ce you have figured that out, inspect the wires to either end of the open= 

section carefully. The wires hanging out in free space are not as well = 
heat-sunk as are the ones imbedded in the windings, so the wire is most l= 
ikely to melt in or near the "free space" section. If you don't find the 

break there, start unwinding the section that is open until you do find = 
the break. If it's a relatively few turns in, just discard the outside 
wire and bring out a new lead. If it's deep enough to care, solder the t= 
wo ends together, put a fold of tape around the joint, and rewind the cho= 
ke. You have nothing to lose in trying this approach, and you may get aw= 
ay with a repair job rather than a replacement. 


Lots of luck. Let us know what you wind up doing. 


73, 
Jim, W8KGI 


Fina = _NextPart_001_0002_01C26BBB .435203E0 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KR KK KKK KK KK KK KKK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KK KK KK KK KK KK KKK KK KKK KK 


+ + + + FF HF 
+ + + + FF HF 


sos =_NextPart_001_0002_01C26BBB.435203E0- - 


Message-Id: <3.0.6.32.20021004195147 .007a9960@ntpop.usnews. com> 
Date: Fri, 04 Oct 2002 19:51:47 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: FS: metered variable AC supply 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Homebrew in nice commercial Bud-type enclosure, 0-140V @ 3A variable 
transformer with expanded-scale Simpson meter. Fused. Duplex three-wire 
outlet. $25 plus shipping from 20007 or pick up in Md. suburb of 
Washington, D.C. 


73, Avery W3AVE in Potomac, Md. 


Message-ID: <3D9F577A.5040509@mr.net> 

Date: Sat, 05 Oct 2002 16:19:54 -0500 

From: Robert Kemp <rkemp@mr.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: 7059 tube 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Anyone have some 7059 tubes for my sr-400? 
I need 4 good ones (either new or used tested good) 


Message-ID: <3DA05818.17086640@sympatico.ca> 
Date: Sun, 06 Oct 2002 11:34:48 -0400 

From: Jerry Proc <jerry.proc@sympatico.ca> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: [FWD: USS Casin Young] 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


==>= Snippet via Mike W1USN #3889 , Royal Naval Amateur Radio Society 
< mike@rioux.org > 


On October 12th the USS Cassin Young, the museum ship destroyer in 
Boston Harbor, will get underway to turn around. 


Her radio group will be aboard and operating. Not only will they be 
handling regular HAM contacts but also the USS Salem and USS Cassin 
Young will pass Navy military style communications traffic back and 
forth using both CW and SSB. After initiating the contact with our HAM 
calls we will then send the messages using the ships original callsigns 
and tactical calls. 


Any station, HAM or SWL, that copies this message correctly and submits 
their correct copy of the message and a SASE to W1QWT will receive a 
handsome certificate. 


If you want to see and hear what a Navy message was like in the fifties 
and sixties then tune in. 
Below is the schedule. 


1300Z 7040 KHz CW 

1310Z 14040 KHz CW 

1330Z 7260 KHz SSB Phone 

1340Z 14260 KHz SSB Phone 

1400Z 7040 KHz CW 

14202 14040 KHz CW 

1430Z 7260 KHz SSB Phone 

1440Z 14260 KHz SSB Phone 

1500Z 7290 KHz AM Phone (If possible.) 


This is all based on the departure time of the USS Cassin Young. If the 
departure time changes then the schedule will change. All frequencies 
are plus or minus QRM. 


Please pass this info among your radio clubs. 
For the certificate send the SASE's and message copy to: 


W1QWT Bob Callahan 
56 Acorn Street 
Scituate, MA. USA 02166 


For regular ham two way contacts with the USS Cassin Young please QSL 
to: KIRMC 

MARK S STARIN 

457 VARNEY ST 

MANCHESTER NH 03102 

USA 


For regular ham two way contacts with the USS Salem please QSL to: 
K1USN 
USS SALEM RADIO CLUB 
78 TEMPLE ST 
ABINGTON MA 02351 


USA 
Callsigns CW Tactical HAM 
USS Salem NIQY Tramcar K1USN 
USS Cassin Young NTTH Clinker K1RMC 


NB => USS Salem = K1USN = RNARS #4682 
The USS Salem ARC website is at < www.qsl.net/kiusn/ > 
For info about USS Salem check out < 
http: //www.uss-salem.org/ > 


=> For info about USS Cassin Young see 
< http://www.nps.gov/bost/Cassin_Young.htm > 


Regards, 

Jerry Proc VE3FAB 

Toronto, Ontario 

e-mail: jerry.proc@sympatico.ca 

http: //webhome. idirect.com/~jproc/ve3fab 


Message-ID: <3DA0641E.C3CEA49C@sympatico.ca> 

Date: Sun, 06 Oct 2002 12:26:06 -0400 

From: Jerry Proc <jerry.proc@sympatico.ca> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Equivalent Service Numbers For Marconi CR100 Series Receivers 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello Group, 


Recently, the question was asked - "What is a B35 receiver?" This cross 
reference, supplied by fellow member Andre Guibert and transcribed by 
myself, helps to shed a bit more light on the the device. 


Even though the question may not be fully answered, the cross reference 
provided here ought to be handy anyone runs across one of these 
receivers at a flea market. Also, there is something missing from this 
cross reference. I have seen some B28 receivers whose front panel is 
stenciled with "RIS" (radar interference suppression) but the control 
and the hole for it is not there. 


EQUIVALENT SERVICE TYPE NUMBERS FOR MARCONI CR100 SERIES OF RECEIVERS 


Marconi Service Type Patt. No Details 
Type No. No. 
CR100 See 2a Prototype. Low phone level. 


"B" gauge phone jacks. 
3 ohm loud speaker. 


CR100/1 B28 W2835 Admiralty. High phone level. 
"A" gauge phone jacks. (A.P. 676). 


1,000 ohms loudspeaker. 


CR100/2 R1297 a0 Army, RAF and other services. As 
CR100 

(RAF ) but with coaxial plug and socket 
fittings 


for aerial input and with side 
tone facility. 


CR100/3 --- --- Superseded by CR100/5 
CR100/4 B28 W2835A As W2835 but fitted with scale 
clamping 


device and body guard. 


CR100/5 B28 W2835B As Patt. W2835 but with coaxial 
plug and socket 

fittings for aerial input and 
improved rear 

terminal board. 


CR100/6 B35 W8126 Admiralty. For use with other 
apparatus to 

comprise Tuner Amplifier B.35. 
Special input 

circuits and modifications for 
direction finding. 


CR100/7 B28 W2835D As Patt. W2835A but with noise 
limiter Admiralty 

Patt. 56703 and additional IF 
output jack. 


CR100/8 B28 W2835E As Patt. W2835B but with noise 
limiter Admiralty 

Patt. 56703. 
CR100/8 --- --- Ministry of Supply. As CR100/8 
except 3 ohm 
Modified loudspeaker and B" gauge phone 
jacks. 


>From Marconi Manual T1868 


Regards, 

Jerry Proc VE3FAB 

Toronto, Ontario 

e-mail: jerry.proc@sympatico.ca 

http: //webhome. idirect.com/~jproc/ve3fab 


Message-ID: <001501c26d88$7df£9d4e0$5101fea9@blyhpg64> 
From: =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Military Gramophone? 
Date: Sun, 6 Oct 2002 18:31:34 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


A friend of mine picked up a gramophone with the following nameplate data: 
Acoustical Phonograph Model D200 manufactured for US Army by L.M. Sandwick 
Associates, Chicago, Illinois. 

Anybody with some background info. on it? 

Andre 


Message-ID: <3DAQF99D.4030903@mr.net> 

Date: Sun, 06 Oct 2002 22:03:57 -0500 

From: Robert Kemp <rkemp@mr.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Paint removal from Hallicraters Knob 
Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Someone painted a nice "wide" stripe on the knobs of my 
SR-400. Great for me with my tri focals, but what would be 
a good way to remove that and redo it correctly. I tried 
nail polish remover on one and some of the black came off 
from the knob so I quit doing that right away (paint came 
off fine though)...... so, what should I use that won't 
damage the knob itself! 

Bob 


Date: Mon, 7 Oct 2002 09:14:09 -0400 (EDT) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200210071314.JAA01796@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: 117Z4GT/Gs 


Anybody want 7 NIBs shipped to their door for $25 


Or less? 


Mime-Version: 1.0 

Message-Id: <aQ5100300b9c7392c104b@[132.235.45.112]> 

Date: Mon, 7 Oct 2002 09:28:24 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Richard Post <postr@ohiou.edu> 

Subject: RBG-2 pix and info query 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Anchorites, 
Finally finished work on a near-junker RBG-2. Results and info at: 
<http://oak.cats.ohiou.edu/~postr/bapix/RBG2.htm> 


I assume by the designation RBG-2 that there was a no-number RBG or 
maybe an RBG-1. Can anyone shed light on any differences? 


What did the Navy use these receivers for? 


73, 
Rich 


Boatanchor Pix - KB8TAD 
<http://switch.to/BA> 


Museum of Radio and Technology 
<http://zip.to/MRT> 


End o£ BOATANCHORS Digest 3400 
KKKKKKKKKKKK KKK KIRK 


